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details

5132A WALL MOUNTED – PLAN & SECTION VIEW

5132A STEEL MOUNTED – PLAN & SECTION VIEW

5132V WALL MOUNTED – PLAN & SECTION VIEW

5132V STEEL MOUNTED – PLAN & SECTION VIEW

5159 STANDOFF BRACKET - PLAN & SECTION VIEW

CORNER DETAIL

5133 POST MOUNTED

5145 POST CLIP

5141 C-CLIP TO POST OR SLAB

5141 C-CLIP TO PANEL

5113 WALL MOUNTED – FLUSH / W/SPACE

5112 WALL MOUNTED / STEEL MOUNTED – SECTION

ROLLING BUSH

FREESTANDING VERTICAL

FREESTANDING HORIZONTAL

FREESTANDING CURVED

HORIZONTAL PANEL INSET

HORIZONTAL PANEL SURFACE MOUNT

COLUMN TRELLIS - STANDARD

COLUMN TRELLIS - WITH PLANTER

FIBERGLASS PLANTER

5135 PLANTER STRAPS

5134 FREESTANDING STRAPS

Details

This entire selection of details and all available 

updates are available for browsing on our website. 

Individual drawings are available for download and 

insertion into working drawings from our website, 

from our Data CD, and from www.caddetails.com 

(search: greenscreen)
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*Fasteners and expansion anchors by others – at 

stucco and plaster locations clips should be mounted 

into solid blocking, sheathing or wall studs.

Note: Mounting hole in clip is sized for 1/4” diameter 

fastener.
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*Used for flush mounting panels to steel 

frame structures.

Note: Mounting hole in clip is sized for 1/4” 

diameter fastener.
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*Fasteners and expansion anchors 

by others – at stucco and plaster 

locations clips should be 

mounted into solid blocking, 

sheathing or wall studs.

*Used to hold panels off face of 

wall or structure a maximum of 9"

Note: Mounting hole in clip is sized 

for 1/4” diameter fastener.
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*Used to hold panels off face of wall or 

structure a maximum of 9"

*Used for mounting Column Trellis units 

to center post support.

Note: Mounting hole in clip is sized fo 1/4” 

diameter fastener.
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*For single panels only

*Maximum recommended panel height 72" – 

verify local soil conditions and wind loads prior 

to installation


